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SMART PRODUCT ADVANTAGES

- holds immediately, without mechanical fastening
- holds even the heaviest materials
- extreme initial adhesion
- very high final strength
- bonds almost all materials
- adheres to all substrates
- under the most extreme weather conditions
- indoors, outdoors and under water
- very low emissions

PRODUCT PROPERTIES
MAMUT GLUE is a high-quality flexible instant mounting 
adhesive with extremely high initial adhesion, extremely 
high load-bearing capacity and very high final strength, 
based on SMP Hybrid Technology, which hardens to a per-
manently elastic mass when exposed to moisture. Holds 
even the heaviest materials immediately without mecha- 
nical fastening.

AREA OF APPLICATION
MAMUT GLUE is suitable as an instant assembly adhesive 
for bonding almost all building materials such as stone, 
concrete, glass, plasterboard, PU, PVC, hard plastics, 
glazed surfaces, ceramics, copper, lead, zinc, tin, alumin-
ium, metals, alloys, stainless steel, HPL and cement fibre 
boards as well as natural stone that is resistant to dis-
colouration. Perfectly suited for the installation of UW 
metal frame profiles in drywall construction and for 
bonding acoustic panels. MAMUT GLUE is also suitable 
for bonding mirrors.

PREPARATION OF THE SUBSTRATE
The bonding surfaces must be firm, stable, clean, dry and 
free of grease and dust. Can also be used on damp sub-
strates (limitation of final strength). All substrate mate-
rials must be compatible with MAMUT GLUE; they must 
not contain bitumen or tar. Adhesion and compatibility 
with plastics should be tested on an object-specific ba-
sis. When used on coated substrates, a preliminary com-
patibility test is necessary. For example, a loss of adhe-
sion is possible with coating materials containing acrylic 
due to plasticiser migration.

PROCESSING
Apply MAMUT GLUE with the supplied V-nozzle in verti-
cal strips with a distance of 10 - 20 cm between the strips. 
Apply the cartridge at a 90° angle. Position the materials 
and press down firmly so that the adhesive is at least 2 
- 3 mm thick between the material and the surface. Do 
not apply the adhesive in dots! Due to the particularly high 
initial adhesion, the bonded elements generally do not 
need to be supported or fixed during the curing process. 
Only use vertical adhesive strands for mirror bonding to 
prevent condensation from building up. 

APPLICATION RESTRICTIONS
–	 Due to the variety of materials, a test must be carried 

out for plastics. Do not use for PE, PP, PC, rubber, mar-
ble and bitumen.

–	 Not suitable in combination with chlorides (pools).
–	 Not suitable in combination with sea or lake water.

CLEANING
Contamination can be removed when fresh with BOSTIK 
NIBOCLEAN PRO cleaning cloths or BOSTIK SOLVENT 300. 
BOSTIK SOLVENT 300 can also be used to degrease the 
bonding surfaces. Once set, MAMUT GLUE can only be re-
moved mechanically.

CLEANING
Can be stored for 24 months in unopened original con-
tainers in a cool, dry place between + 5 °C and + 25 °C.
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Mit diesen Hinweisen wollen wir Sie aufgrund unserer Versuche und Erfahrungen nach bestem Wissen beraten. 

Eine Gewährleistung für das Verarbeitungsergebnis im Einzelfall können wir jedoch wegen der Vielzahl der Ver-

wendungsmöglichkeiten und der außerhalb unseres Einflusses liegenden Lagerungs- und Verarbeitungsbedingun-

gen unserer Produkte nicht übernehmen. Eigenversuche durchführen. Leichte Verfärbungen bei Dichtstoffen un-

ter UV-Einstrahlung möglich. Geringe Farbschwankungen zwischen Chargen produktionstechnisch bedingt. Für die 

absolute Farbtreue wird keine Garantie übernommen. Objektbezogen chargengleiches Material verwenden. Unser 

technischer und kaufmännischer Beratungsdienst steht Ihnen zur Verfügung.

Mit dem Erscheinen dieses Datenblattes werden alle früheren Ausgaben ungültig.                            Ausgabe: 04.25

TECHNICAL SPECIFICATIONS AND DATA

Base SMP Hybrid Technology

Colour white

Curing system due to air humidity

Special weight approx. 1,55 g/cm³ (DIN 52451-PY)

Skin formation time
(+ 23 °C/50 % r. h.)

approx. 10 minutes

SHORE A hardness
approx. 55
(DIN 53505, 4 weeks + 23 °C/55 % r. h.)

Elongation at break 350 % (DIN 53504 S2)

Temperature resistance approx. - 40 °C to + 90 °C

Processing temperature + 5 °C to + 40 °C

E-modulus at 100 % 1,39 N/mm²

Compression rate 10 - 20 g/min.

Shrinkage according to 
EN ISO 14678

< 0,1 mm

Solid content EN 827 98,1 %
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DELIVERY FORM
Item no.: 30626989 	 450 g PCR cartridge


